CELIIK HALATLAR / STEEL WIRE ROPE

Cok Telli Celik Halatlar / Steel Wire Ropes

EN 12385

Halat Capi Birim Agirlik Minimum Kopma Kuvveti (kN)
Rope Diameter Unit Weight Minimum Breaking Load (MBL)
Seale - ka/m S IL\IS/mmZ i35 Irxli/smm2
18,00 1,189 189 210
19,00 1,325 211 233
20,00 1,468 234 259
21,00 1,618 258 285
22,00 1,776 283 313
2300 1941 309 342
24,00 2,114 336 373
2500 229 365 404
26,00 2,481 395 437
2700 2675 426 472
28,00 2,877 458 507
6x41 WS 2900 3086 491 544
6[1+8+(8+8)+16] 30,00 3,503 526 582
LO/FC 31,00 357 561 622
32,00 3,758 598 662
3300 3997 636 704
34,00 4,243 675 748
350  44% 716 792
36,00 4,756 757 838
38,00 5,299 843 934
3900 5582 888 984
40,00 5,872 935 1035
41,00 6169 982 1087
42,00 6,474 1030 1141
44,00 7,105 1131 1252
48,00 8,456 1346 1490
50,00 9,175 1460 1617
52,00 9,924 1579 1749
54,00 10,702 1703 1886
56,00 11,509 1832 2028
58,00 12,346 1965 2175
60,00 13,212 2103 2327
62,00 14,107 2245 2484

1SO 4309'a gore; RCN: 11 / According to 1ISO 4309; RCN: 11

;l Kullanim Alanlari / Applications Areas

BNE w 3

Madencilik § Petrol Kuyulari [ Denizcilik § Genel Yik Kaldirma [ Muhendislik

Mining Oil Industry Marina General Lifting Enginering
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