TWN 1454 G10 Zincirli Gerdirme Mekanizmasi - Kollu .
TWN 1454 Gr10 Chain Tensioner @THlELE

EN 12195-3

Min. Gerdirme Maks Gerdirme ..,_
Olguler (mm)

Kuvveti Kuvveti \ : Agirik (kg)
Norm. Straight Tensioner under Dimensions GInix (b
Weight

Straight Load

Ticari Olcii Cap (mm)
Trade Size Nominal Size

Stroke ‘

13-XL 13 2600 13000 675

445 230 7,20
. 1ex. 16 3100 20000 8% 554 280 1180

- XL zincirli gerdirme mekanizmalari hem EN 12195-3'e hem de EN 1677-1%e uygun oldugundan hem gerdirme uygulamalarinda
‘ h_em de kaldirma uygulamalarinda kullanilmasi mimkindur.
- Ozel tasarimiyla uzun kullanim émri saglar.
El | ﬁ - iki ucu da pimli oldugundan uygun zincire direkt baglanti ile baglanmasi mimkuindir.
- Kol dlguist EN 12195-3'e uygundur.
- Elektro galvaniz + sari krom kapli sekilde temin edilir.

- XL chain tensioners are in accordance with standard EN 12195-3 and EN 1677-1 thus can be used for lifting applications as well
as load securing industry.

- With its special design, it has got long life time.

- Clevis type connection on both ends allows easy assembly of the corresponding chain.

- Handle is dimensioned according to EN 12195-3.

- Finish: Electro-galvanized and yellow chromated.
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