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Ticari Ölçü
Trade Size

Çap (mm)
Nominal Size

Min. Gerdirme 
Kuvveti

Norm. Straight  
Load (STF)  
[daN] min.

Maks. Gerdirme 
Kuvveti

Tensioner under 
Straight Load  

[daN] max.

Ölçüler (mm)
Dimensions Ağırlık (kg)

Weight
Emax. Emin. Stroke

13-XL 13 2600 13000 675 445 230 8,40
16-XL 16 3100 20000 834 554 280 13,50

e

TWN 1455 G10 Zincirli Gerdirme Mekanizması - Cırcırlı
TWN 1455 Gr10 Chain Tensioner

- XL zincirli gerdirme mekanizmaları hem EN 12195-3'e hem de EN 1677-1'e uygun olduğundan hem gerdirme uygulamalarında  
  hem de kaldırma uygulamalarında kullanılması mümkündür.
- Özel tasarımıyla uzun kullanım ömrü sağlar.
- iki ucu da pimli olduğundan uygun zincire direkt bağlantı ile bağlanması mümkündür.
- Kol ölçüsü EN 12195-3'e uygundur.
- Elektro galvaniz + sarı krom kaplı şekilde temin edilir.

- XL chain tensioners are in accordance with standard EN 12195-3 and EN 1677-1 thus can be used for lifting applications as well   
  as load securing industry.
- With its special design, it has got long life time.
- Clevis type connection on both ends allows easy assembly of the corresponding chain.
- Handle is dimensioned according to EN 12195-3.
- Finish: Electro-galvanized and yellow chromated.

*** Cırcırlı gerdirmelerde gres yağı ile periyodik olarak yağlanırsa kullanım ömrü ciddi anlamda artar.
*** In case of regular greasing, the operation of life span of chain tensioner can be increased considerably.

EN 12195-3


